RETROFIT FOR STUD WELDED OVERHEAD STGNS

EXISTING OVERHEAD SIGN
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Existing sign panels: width 2'-0" min., 5'-0" max. \\7Exis+Tng Backing Strip
NOTES:
1.Definitions:
Sign Panel - Separate pieces of aluminum connected to each other with backing strips to form a siagn.

Sign — Assembly comprised of individual sign panels that make a complete sign fo display messages to motorists.

2.Panel clips on fthe ftop and bottom zee bars of g sign shall be refrofitted as shown in Detail A and as follows:
igns 10" or le in height
Each sign panel will require four bolts with ftwo in the ftop zee bar and two in the boftom zee bar.
Bolts shall be installed in the panel cliips closest to the left and right edges of each sign panel.

igns greater than 10’ in height

Each sign panel will require eignt bolts with four in the top zee bar and four in the bottom zee bar.
Bolts shall be installed in the two panel clips closest to fthe left and right edges of each sign panel
When there are less than four pamel clips on a zee bar per sign panel, install bolfs in each panel clip.

3.Panel clips located nearest the outside left and right edges of each sign shall be retrofitted on interior zee
bars as shown in Detail A.

DETAIL A
(Proposed Refrofift Items Shown In Box)

Existing Nut

Existing Stud
Welded To Back
Of Sign Panel

ASTM F593, Alloy 304 Stainless Steel:
35"-16 x 2” Carriage Bolt With Stainless
Steel Nut And Flat Washer (Set Screw May
Be Removed For Installation Of Bolt I+ Feasible)

Existing Set Screw

Existing Zee Bar

/ Existing Sign Foce

Existing Spring Lockwasher

Existing Panel Clip
June 4. 2004




